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1/2 WALL THICKNESS,
GROUT SLABS TO WALL
BEFORE BACKFILLING

NOTES:

1— CONCRETE COMPRESSIVE STRENGTH.f'c, SHALL BE:
Beamns, Walls, Floors, Footings, Columns — 4,000 psi
Slats 4,500 psi
REINFORCING STEEL SHALL BE GRADE 60.
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3— CONCRETE COVER OVER REINFORCING STEEL SHALL BE 2° CLEAR

WALL THICKNESS: "
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VERTICAL STEEL: #__ , __"
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™ CcoLUMN TYPE:
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EXCEPT FOR SLATS WHICH SHALL BE 1.5". WHEN FORMED »(‘(\'
AGAINST EARTH, COVER SHALL BE 3" CLEAR. éc’
4— FOR ADDITIONAL DETAILS, SEE SHEET __. \f/ 4
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'J’ |_ N '_' 3" or less
O SLAT SIZE: __ " X __ " X __° I 1 —BEAM SIZE: __" X __" X __’ k.
o SLAT STEEL: # __ e BEAM STEEL: __, #__ N
SLOT WIDTH: __ ”
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. o COLUMN SIZE: __" X __" X __' __" .
48 OR __" DIAM. .
2" MIN. | o COLUMN STEEL: __, #__
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.o Z FLOOR THICKNESS: __" / FOR MASONRY COLUMN, FILL e,
FLOOR STEEL: (See Note below) 41 CORES WITH GROUT AND A #4 .

"+ . ee Note below, | "
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o 4” SAND OR GRAVELJ T
WALL FOOTING SIZE:
__" WIDE " THICK

"CONCRETE".

FOOTING SIZE: __" SQ., __" THICK
FOOTING STEEL: #__@ __" (each direction)

OPTION 1: EXTEND 12" OF VERTICAL STEEL INTO FOOTING.

EXTEND STEEL VERTICALLY INTO THE FOOTING WITHIN
3" OF FOOTING BOTTOM, THEN BEND 90°.

OPTION 2: USE A 24" LONG BAR, EQUIVALENT TO THE VERTICAL STEEL.

TIE 12" OF THE DOWEL TO THE VERTICAL STEEL.
EXTEND VERTICALLY INTO THE FOOTING WITHIN 3" OF
FOQTING BOTTOM, THEN BEND 90°.

ELOOR THICKNESS AND STEEL:
THE FLOOR SLAB THICKNESS AND REINFORCING STEEL REQUIREMENTS
SHALL BE AS SPECIFIED IN THE NRCS—OHIO CONSTRUCTION SPECIFICATION
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